
Engineerig D.V

Remarks
Sensor

RTC

External

95V～132V/180V～264V
6AMP（115VAC)/4AMP（230V)

DM

To RTC

       Type
       Dimensions

      Recipe Strage Capacity
      Access Recipe Code

      Power Requirements

      Dimensions
      Weight

      Reprocessing and Analysis
      Operating Software

      Screen Specifications

      Communications
　　　CPU
　　　HDD
      Power Requirements

      Dimensions
      Weight

Ambient Operating Temperature

９８２５（Old Type） ９８５０（New Type）

Sensors １～８ ←
Optical Reflectance
22x40x33mm

90 Recipe with Up to 8 Steps
Yes

AC85V～264V

28x16x40cm

2GB or more  3.5inch

Ethernet
Pentium 200MHｚ of more
2GB or more  2.5inch

WindowsNT
Optima9825 Software
Tuch Screen

←
←

WindowsXP

AC85V～264V

32x28x17.5cm
7.6Kg

X
AC100V～240VAC 40VA

37ｘ30.7x5.8cm

<70 deg.C
25～35cm

32.5ｘ16.5ｘ40ｃｍ
13Kg

←
←

47Hz～65Hz 375W

←

10Kg

DOS

Pentium Proccesor

←

X

Monitor Use
X
X

←

X

Ambient Operating Temperature

       Working Distance

      Operating Software

60GB or more  3.5inch

      Communications
　　　CPU

　　　HDD
      Reprocessing and Analysis X New Optima Software

47Hz～65Hz 100W
<50 deg.C

Option X

Comparison table of OPTIMA ９８XX　

Majority BOX

←Applications

RS232(Option) USB,RS232,Ethernet
X

Al,　SiOx、SixNy

←

6Kg

Pacific Western Systems Japan
5-Jun-06

800x600 bots  FPD ←
10.6 inches 12.1inchs


